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Component Side: 
Fuel Pump 
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5. REMOVE FUEL PUMP HARNESS 


(a) Disconnect the connector (1). 
(b) Using a screwdriver, pry out the fuel pump harness 


(2). 


6. REMOVE FUEL PUMP 
(a) Pull out the fuel pump from the fuel filter. 


7. REMOVE FUEL PRESSURE REGULATOR 
ASSEMBLY 
(a) Pull out the fuel pressure regulator from the fuel 
filter. 


(b) Remove the O-ring from the fuel pressure regulator. 


INSPECTION 


1. INSPECT FUEL PUMP 
(a) Inspect fuel pump resistance. 
(1) Using an ohmmeter, measure the resistance 
between the terminals. 
Resistance: 
0.2 to 3.0 Q at 20°C (68°F) 
If the result is not as specified, replace the fuel 
pump assembly. 
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(b) Inspect fuel pump operation. 
(1) Apply battery voltage to both the terminals. 

Check that the pump operates. 

NOTICE: 

¢ These tests must be done quickly (within 
10 seconds) to prevent damage to the 
pump. 

¢ Keep the fuel pump as far away from the 
battery as possible. 

e¢ Always switch the voltage on and off on 
the battery side, not on the fuel pump 
side. 

If the pump does not operate, replace the fuel 

pump assembly. 


REASSEMBLY 


1. INSTALL FUEL PRESSURE REGULATOR ASSEMBLY 
(a) Apply a light coat of spindle oil or gasoline to a new me 
O-ring, and install it to the fuel pressure regulator. 
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(b) Push in the fuel pressure regulator to the fuel filter. 
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2. INSTALL FUEL PUMP 


(a) Apply a light coat of gasoline or grease to the O-ring 
of the fuel pump. 
(b) Push in the fuel pump to the fuel filter. 
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3. INSTALL FUEL PUMP HARNESS 
(a) Connect the connector ('1). 
(b) Install the fuel pump harness (2). 


4. INSTALL FUEL SUCTION PLATE SUB-ASSEMBLY 


(a) Connect the fuel pump connector (1). 
(b) Install the fuel suction plate. 
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5. INSTALL FUEL SENDER GAUGE ASSEMBLY 
(a) Slide the fuel sender gauge to engage with the claw 
(1). 


(b) Connect the fuel sender gauge connector (°2). 


6. INSTALL FUEL PUMP CUSHION RUBBER 
fae (a) Install the fuel pump cushion rubber to the fuel 


j pump. 
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7. INSTALL NO. 2 FUEL SUCTION SUPPORT 
(a) Install the No. 2 fuel suction support. 


A129487 
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INSTALLATION 


1. INSTALL FUEL SUCTION TUBE ASSEMBLY WITH 
PUMP AND GAUGE 
(a) Install a new gasket to the fuel suction tube. 
(b) Install the fuel suction tube. 
NOTICE: 
¢ Do not damage the fuel pump filter. 
¢ Be careful that the arm of the sender gauge 
does not bend. 
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2. INSTALL FUEL TANK VENT TUBE SET PLATE 
(a) Align the mark of the set plate with the fuel suction 
tube. 
(b) Install the set plate with the 8 bolts. 
Torque: 5.9 N*m (60 kgf*cm, 52 in.*Ibf) 
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3. CONNECT FUEL PUMP TUBE SUB-ASSEMBLY 

ee ANY (a) Install the fuel pump tube with the tube joint clip. 

Tube Joint Clip \ NOTICE: 

¢ Check that there are no scratches or foreign 

objects on the connecting part. 

¢ Check that the fuel tube joint is inserted 
securely. 

¢ Check that the tube joint clip is correctly 
located on the collar of the fuel tube joint. 

e After installing the tube joint clip, check that 
the fuel tube joint is pulled out of position. 


4. CONNECT CABLE TO NEGATIVE BATTERY 
Fuel Tube Joint TERMINAL 


5. CHECK FOR FUEL LEAKS (See page FU-7) 


Fuel Tube 


O-Ring 
Tube Joint Clip 


Tube Joint Clip Celine 


Collars 


CORRECT INCORRECT 
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6. 


INSTALL REAR FLOOR SERVICE HOLE COVER 

(a) Connect the fuel pump connector. 

(b) Install the rear floor service hole cover with new 
butyl tape. 


INSTALL REAR SEAT CUSHION ASSEMBLY (See 

page SE-121) 

PERFORM INITIALIZATION 

(a) Perform initialization procedures (See page IN-33) 
HINT: 
Some systems need initialization after reconnecting 
the cable to the negative battery terminal. 


